
风力涡轮机的安全工作

AVANTI WIND SYSTEMS CHINA  

翱文狄风电 



使命
 

风机内安全工作  
Safe work in wind turbines 

愿景 

致力于在风机塔筒内建立一个安全可靠
的工作环境.  

所有产品都为改善这一工作环境而研发.  

作为全球市场领导者，产品研发主要着眼
于 提高风电的获利能力.  

致力于使升降产品为客户提供可靠高效的帮助，
为客户带来更高的收益. 

Avanti  时间轴
2023  新上海工厂

2021  在中国设立研发部门

2018  安利马赫服务开启作为翱文狄服务提供者

2016   Alimak集团收购了Avanti Wind Systems

2014   推出 Avanti ONE

2013   Avanti Brazil Sistemas Eólicos.S.L. 

           建立在巴西的福塔莱萨

2010   全范围的塔内件成套问世

2009   Avanti 风电设备制造有限公司（PTY） 

           在澳大利亚韦弗利成立

2009   Avanti Wind Systems India PVT.在印度钦奈

          （Chennai）建立

2009   Avanti 风电设备制造有限公司收购丹麦锡尔克堡 

          （Silkeborg）梯子厂

2009   Avanti 风电设备制造有限公司制造有限公司 

           在中国天津成立

2009   Avanti 风电设备制造有限公司在英国阿克灵顿 

          （Accrington）成立。

2007   Avanti 梯子厂更名为 Avanti 风电设备制造有限公司

2007   Avanti Wind Systems GmbH.在德国汉堡成立

2007   Avanti 风电设备制造有限公司在中国上海成立

2006   Avanti 风电设备制造有限公司在美国新柏林成立

2006   Avanti Wind Systems S.L.在西班牙萨拉戈萨 

          （Zaragoza）成立

2004   为风力发电机塔推出 Avanti 攀爬协助设备

2002   为风力发电机塔推出 Avanti 坠落保护设备

2000   为风力发电机塔推出 Avanti 升降梯

1995   Avanti 梯子厂搬迁至丹麦的希勒勒（Hillerød）

1993   为风力产业在出产第一部铝制梯子

1985   Jane 和 Peter Gunnar Pedersen 收购 Avanti

1970   Avanti 启动生产铝制梯子

1947   Avanti 梯子厂搬到了格洛斯楚普，

            丹麦，主要产品是木梯

1885   Avanti 梯子厂成立由工程师 O.Jürger

           在丹麦首都哥本哈根市中心。主要集中生产木梯， 

           销售对象是油漆工、玻璃清洁工和工匠。



公司简介  

翱文狄上海-成立于2006年，是翱文狄风电集团的子公司，中国总部位于上海。
翱文狄在北京、重庆和厦门建立了销售代表团队； 
翱文狄自进入中国开始，就实行“在中国，为中国及世界服务”的战略，已经形成
了本土化的研发能力，并且通过与风电主机厂及业主的战略合作获得了市场份额。
进入中国市场10余年，翱文狄已经为中国业主、主机厂及一带一路项目制造安装了
超过7000台陆上与海上风机内的升降梯产品。升降梯产品包括钢丝绳导向型、爬梯
导向型以及齿轮齿条型。

Alimak Group Footprint

1

Alimak Group:
+60 own sales offices and 12 factories
+100 distributors

安利马赫(Alimak Group):
60+自有销售办事处和12个生产工厂(60+ own sales offices and 12 manufacturing facilities)
100+经销商(100+ distributors)
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风机内安全工作
通过给风力发电机塔筒提供高质量的安全产品和解决方案帮助客户降低风能成本。
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Octopus L95/L95 HD 
Ladder Guided Service Lift

Main door type Full sliding door

Service lift speed 18 m/min ± 10 %  (50Hz)

21 m/min ± 10 %  (60Hz)

Rated load 240 kg (L95)  / 350 kg (L95 HD)

Weight of lift (max.) 192 kg

Max. Nº persons 2 Persons

Max. noise level 80 dB(A)

Power supply type 400 V (50/60 Hz) 3 Phase + N + PE

690 V (50/60 Hz) 3 Phase + PE

Ladder Guided Service Lift

Main door type Full sliding door

Service lift speed 18 m/min ± 10 %  (50Hz)

21 m/min ± 10 %  (60Hz)

Rated load 300  kg 

Weight of lift (max.) 250 kg

Max. Nº persons 3 Persons

Max. noise level 80 dB(A)

Power supply type 400 V (50/60 Hz) 3 Phase + N + PE

690 V (50/60 Hz) 3 Phase + PE

Shark 
Wire Guided Service Lift

Main door type Full sliding door

Service lift speed 18 m/min ± 10 %  (50Hz)

21 m/min ± 10 %  (60Hz)

Rated load 240 kg 

Weight of lift (max.) 186 kg

Max. Nº persons 2 Persons

Max. noise level 80 dB(A)

Power supply type 400 V (50/60 Hz) 3 Phase + N + PE

690 V (50/60 Hz) 3 Phase + PE

Dolphin-A
Wire Guided Service Lift

Main door type Full sliding door

Service lift speed 18 m/min ± 10 %  (50Hz)

21 m/min ± 10 %  (60Hz)

Rated load 240 kg 

Weight of lift (max.) 186 kg

Max. Nº persons 2 Persons

Max. noise level 80 dB(A)

Power supply type 400 V (50/60 Hz) 3 Phase + N + PE

690 V (50/60 Hz) 3 Phase + PE

SWP L
Wire Guided Service Lift

Main door type Roller door

Service lift speed 18 m/min ± 10 %  (50Hz)

21 m/min ± 10 %  (60Hz)

Rated load 240 kg 

Weight of lift (max.) 165 kg

Max. Nº persons 2 Persons

Max. noise level 80 dB(A)

Power supply type 400 V (50/60 Hz) 3 Phase + N + PE

690 V (50/60 Hz) 3 Phase + PE

SWP XL 
Wire Guided Service Lift

Main door type Sliding door

Service lift speed 18 m/min ± 10 %  (50Hz)

21 m/min ± 10 %  (60Hz)

Rated load 300 kg 

Weight of lift (max.) 200 kg

Max. Nº persons 3 Persons

Max. noise level 80 dB(A)

Power supply type 400 V (50/60 Hz) 3 Phase + N + PE

690 V (50/60 Hz) 3 Phase + PE

Wire Guided Service Lift

Main door type Full sliding door

Service lift speed 18 m/min ± 10 %  (50Hz)

21 m/min ± 10 %  (60Hz)

Rated load 250 kg 

Weight of lift (max.) 190 kg

Max. Nº persons 2 Persons

Max. noise level 80 dB(A)

Power supply type 400 V (50/60 Hz) 3 Phase + N + PE

690 V (50/60 Hz) 3 Phase + PE

Pegasus L 
Rack Pinion Service Lift

Main door type Full sliding door

Service lift speed 18 m/min ± 10 %  (50Hz)

21 m/min ± 10 %  (60Hz)

Rated load 240  kg 

Weight of lift (max.) 225 kg

Max. Nº persons 2 Persons

Max. noise level 80 dB(A)

Power supply type 400 V (50/60 Hz) 3 Phase + N + PE

690 V (50/60 Hz) 3 Phase + PE

Pegasus XL
Rack Pinion Service Lift

Main door type Full sliding door

Service lift speed 18.5 m/min ± 10 %  (50Hz)

22.8 m/min ± 10 %  (60Hz)

Rated load 300  kg 

Weight of lift (max.) 360 kg

Max. Nº persons 3 Persons

Max. noise level 80 dB(A)

Power supply type 400 V (50/60 Hz) 3 Phase + N + PE

690 V (50/60 Hz)  3 Phase + PE

Octopus L80 
Ladder Guided Service Lift

Main door type Full sliding door

Service lift speed 18 m/min ± 10 %  (50Hz)

21 m/min ± 10 %  (60Hz)

Rated load 240  kg 

Weight of lift (max.) 192 kg

Max. Nº persons 2 Persons

Max. noise level 80 dB(A)

Power supply type 400 V (50/60 Hz) 3 Phase + N + PE

690 V (50/60 Hz) 3 Phase + PE

Beluga 
Wire Guided Service Lift

Main door type Full sliding door

Service lift speed 18 m/min ± 10 %  (50Hz)

21 m/min ± 10 %  (60Hz)

Rated load 240 kg 

Weight of lift (max.) 175 kg

Max. Nº persons 2 Persons

Max. noise level 80 dB(A)

Power supply type 400 V (50/60 Hz) 3 Phase + N + PE

690 V (50/60 Hz) 3 Phase + PE

Stingray
Wire Guided Service Lift

Main door type Bucket type

Service lift speed 18 m/min ± 10 %  (50Hz)

21 m/min ± 10 %  (60Hz)

Rated load 240 kg 

Weight of lift (max.) 175 kg

Max. Nº persons 2 Persons

Max. noise level 80 dB(A)

Power supply type 400 V (50/60 Hz) 3 Phase + N + PE

690 V (50/60 Hz) 3 Phase + PE
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Octopus L95/L95 HD 
Ladder Guided Service Lift

Main door type Full sliding door

Service lift speed 18 m/min ± 10 %  (50Hz)

21 m/min ± 10 %  (60Hz)

Rated load 240 kg (L95)  / 350 kg (L95 HD)

Weight of lift (max.) 192 kg

Max. Nº persons 2 Persons

Max. noise level 80 dB(A)

Power supply type 400 V (50/60 Hz) 3 Phase + N + PE

690 V (50/60 Hz) 3 Phase + PE

Ladder Guided Service Lift

Main door type Full sliding door

Service lift speed 18 m/min ± 10 %  (50Hz)

21 m/min ± 10 %  (60Hz)

Rated load 300  kg 

Weight of lift (max.) 250 kg

Max. Nº persons 3 Persons

Max. noise level 80 dB(A)

Power supply type 400 V (50/60 Hz) 3 Phase + N + PE

690 V (50/60 Hz) 3 Phase + PE

Shark 
Wire Guided Service Lift

Main door type Full sliding door

Service lift speed 18 m/min ± 10 %  (50Hz)

21 m/min ± 10 %  (60Hz)

Rated load 240 kg 

Weight of lift (max.) 186 kg

Max. Nº persons 2 Persons

Max. noise level 80 dB(A)

Power supply type 400 V (50/60 Hz) 3 Phase + N + PE

690 V (50/60 Hz) 3 Phase + PE

Dolphin-A
Wire Guided Service Lift

Main door type Full sliding door

Service lift speed 18 m/min ± 10 %  (50Hz)

21 m/min ± 10 %  (60Hz)

Rated load 240 kg 

Weight of lift (max.) 186 kg

Max. Nº persons 2 Persons

Max. noise level 80 dB(A)

Power supply type 400 V (50/60 Hz) 3 Phase + N + PE

690 V (50/60 Hz) 3 Phase + PE

SWP L
Wire Guided Service Lift

Main door type Roller door

Service lift speed 18 m/min ± 10 %  (50Hz)

21 m/min ± 10 %  (60Hz)

Rated load 240 kg 

Weight of lift (max.) 165 kg

Max. Nº persons 2 Persons

Max. noise level 80 dB(A)

Power supply type 400 V (50/60 Hz) 3 Phase + N + PE

690 V (50/60 Hz) 3 Phase + PE

SWP XL 
Wire Guided Service Lift

Main door type Sliding door

Service lift speed 18 m/min ± 10 %  (50Hz)

21 m/min ± 10 %  (60Hz)

Rated load 300 kg 

Weight of lift (max.) 200 kg

Max. Nº persons 3 Persons

Max. noise level 80 dB(A)

Power supply type 400 V (50/60 Hz) 3 Phase + N + PE

690 V (50/60 Hz) 3 Phase + PE

Wire Guided Service Lift

Main door type Full sliding door

Service lift speed 18 m/min ± 10 %  (50Hz)

21 m/min ± 10 %  (60Hz)

Rated load 250 kg 

Weight of lift (max.) 190 kg

Max. Nº persons 2 Persons

Max. noise level 80 dB(A)

Power supply type 400 V (50/60 Hz) 3 Phase + N + PE

690 V (50/60 Hz) 3 Phase + PE

Pegasus L 
Rack Pinion Service Lift

Main door type Full sliding door

Service lift speed 18 m/min ± 10 %  (50Hz)

21 m/min ± 10 %  (60Hz)

Rated load 240  kg 

Weight of lift (max.) 225 kg

Max. Nº persons 2 Persons

Max. noise level 80 dB(A)

Power supply type 400 V (50/60 Hz) 3 Phase + N + PE

690 V (50/60 Hz) 3 Phase + PE

Pegasus XL
Rack Pinion Service Lift

Main door type Full sliding door

Service lift speed 18.5 m/min ± 10 %  (50Hz)

22.8 m/min ± 10 %  (60Hz)

Rated load 300  kg 

Weight of lift (max.) 360 kg

Max. Nº persons 3 Persons

Max. noise level 80 dB(A)

Power supply type 400 V (50/60 Hz) 3 Phase + N + PE

690 V (50/60 Hz)  3 Phase + PE

Octopus L80 
Ladder Guided Service Lift

Main door type Full sliding door

Service lift speed 18 m/min ± 10 %  (50Hz)

21 m/min ± 10 %  (60Hz)

Rated load 240  kg 

Weight of lift (max.) 192 kg

Max. Nº persons 2 Persons

Max. noise level 80 dB(A)

Power supply type 400 V (50/60 Hz) 3 Phase + N + PE

690 V (50/60 Hz) 3 Phase + PE

Beluga 
Wire Guided Service Lift

Main door type Full sliding door

Service lift speed 18 m/min ± 10 %  (50Hz)

21 m/min ± 10 %  (60Hz)

Rated load 240 kg 

Weight of lift (max.) 175 kg

Max. Nº persons 2 Persons

Max. noise level 80 dB(A)

Power supply type 400 V (50/60 Hz) 3 Phase + N + PE

690 V (50/60 Hz) 3 Phase + PE

Stingray
Wire Guided Service Lift

Main door type Bucket type

Service lift speed 18 m/min ± 10 %  (50Hz)

21 m/min ± 10 %  (60Hz)

Rated load 240 kg 

Weight of lift (max.) 175 kg

Max. Nº persons 2 Persons

Max. noise level 80 dB(A)

Power supply type 400 V (50/60 Hz) 3 Phase + N + PE

690 V (50/60 Hz) 3 Phase + PE
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Octopus L95/L95 HD 
Ladder Guided Service Lift

Main door type Full sliding door

Service lift speed 18 m/min ± 10 %  (50Hz)

21 m/min ± 10 %  (60Hz)

Rated load 240 kg (L95)  / 350 kg (L95 HD)

Weight of lift (max.) 192 kg

Max. Nº persons 2 Persons

Max. noise level 80 dB(A)

Power supply type 400 V (50/60 Hz) 3 Phase + N + PE

690 V (50/60 Hz) 3 Phase + PE

Ladder Guided Service Lift

Main door type Full sliding door

Service lift speed 18 m/min ± 10 %  (50Hz)

21 m/min ± 10 %  (60Hz)

Rated load 300  kg 

Weight of lift (max.) 250 kg

Max. Nº persons 3 Persons

Max. noise level 80 dB(A)

Power supply type 400 V (50/60 Hz) 3 Phase + N + PE

690 V (50/60 Hz) 3 Phase + PE

Shark 
Wire Guided Service Lift

Main door type Full sliding door

Service lift speed 18 m/min ± 10 %  (50Hz)

21 m/min ± 10 %  (60Hz)

Rated load 240 kg 

Weight of lift (max.) 186 kg

Max. Nº persons 2 Persons

Max. noise level 80 dB(A)

Power supply type 400 V (50/60 Hz) 3 Phase + N + PE

690 V (50/60 Hz) 3 Phase + PE

Dolphin-A
Wire Guided Service Lift

Main door type Full sliding door

Service lift speed 18 m/min ± 10 %  (50Hz)

21 m/min ± 10 %  (60Hz)

Rated load 240 kg 

Weight of lift (max.) 186 kg

Max. Nº persons 2 Persons

Max. noise level 80 dB(A)

Power supply type 400 V (50/60 Hz) 3 Phase + N + PE

690 V (50/60 Hz) 3 Phase + PE

SWP L
Wire Guided Service Lift

Main door type Roller door

Service lift speed 18 m/min ± 10 %  (50Hz)

21 m/min ± 10 %  (60Hz)

Rated load 240 kg 

Weight of lift (max.) 165 kg

Max. Nº persons 2 Persons

Max. noise level 80 dB(A)

Power supply type 400 V (50/60 Hz) 3 Phase + N + PE

690 V (50/60 Hz) 3 Phase + PE

SWP XL 
Wire Guided Service Lift

Main door type Sliding door

Service lift speed 18 m/min ± 10 %  (50Hz)

21 m/min ± 10 %  (60Hz)

Rated load 300 kg 

Weight of lift (max.) 200 kg

Max. Nº persons 3 Persons

Max. noise level 80 dB(A)

Power supply type 400 V (50/60 Hz) 3 Phase + N + PE

690 V (50/60 Hz) 3 Phase + PE

Wire Guided Service Lift

Main door type Full sliding door

Service lift speed 18 m/min ± 10 %  (50Hz)

21 m/min ± 10 %  (60Hz)

Rated load 250 kg 

Weight of lift (max.) 190 kg

Max. Nº persons 2 Persons

Max. noise level 80 dB(A)

Power supply type 400 V (50/60 Hz) 3 Phase + N + PE

690 V (50/60 Hz) 3 Phase + PE

Pegasus L 
Rack Pinion Service Lift

Main door type Full sliding door

Service lift speed 18 m/min ± 10 %  (50Hz)

21 m/min ± 10 %  (60Hz)

Rated load 240  kg 

Weight of lift (max.) 225 kg

Max. Nº persons 2 Persons

Max. noise level 80 dB(A)

Power supply type 400 V (50/60 Hz) 3 Phase + N + PE

690 V (50/60 Hz) 3 Phase + PE

Pegasus XL
Rack Pinion Service Lift

Main door type Full sliding door

Service lift speed 18.5 m/min ± 10 %  (50Hz)

22.8 m/min ± 10 %  (60Hz)

Rated load 300  kg 

Weight of lift (max.) 360 kg

Max. Nº persons 3 Persons

Max. noise level 80 dB(A)

Power supply type 400 V (50/60 Hz) 3 Phase + N + PE

690 V (50/60 Hz)  3 Phase + PE

Octopus L80 
Ladder Guided Service Lift

Main door type Full sliding door

Service lift speed 18 m/min ± 10 %  (50Hz)

21 m/min ± 10 %  (60Hz)

Rated load 240  kg 

Weight of lift (max.) 192 kg

Max. Nº persons 2 Persons

Max. noise level 80 dB(A)

Power supply type 400 V (50/60 Hz) 3 Phase + N + PE

690 V (50/60 Hz) 3 Phase + PE

Beluga 
Wire Guided Service Lift

Main door type Full sliding door

Service lift speed 18 m/min ± 10 %  (50Hz)

21 m/min ± 10 %  (60Hz)

Rated load 240 kg 

Weight of lift (max.) 175 kg

Max. Nº persons 2 Persons

Max. noise level 80 dB(A)

Power supply type 400 V (50/60 Hz) 3 Phase + N + PE

690 V (50/60 Hz) 3 Phase + PE

Stingray
Wire Guided Service Lift

Main door type Bucket type

Service lift speed 18 m/min ± 10 %  (50Hz)

21 m/min ± 10 %  (60Hz)

Rated load 240 kg 

Weight of lift (max.) 175 kg

Max. Nº persons 2 Persons

Max. noise level 80 dB(A)

Power supply type 400 V (50/60 Hz) 3 Phase + N + PE

690 V (50/60 Hz) 3 Phase + PE
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Octopus L95/L95 HD 
Ladder Guided Service Lift

Main door type Full sliding door

Service lift speed 18 m/min ± 10 %  (50Hz)

21 m/min ± 10 %  (60Hz)

Rated load 240 kg (L95)  / 350 kg (L95 HD)

Weight of lift (max.) 192 kg

Max. Nº persons 2 Persons

Max. noise level 80 dB(A)

Power supply type 400 V (50/60 Hz) 3 Phase + N + PE

690 V (50/60 Hz) 3 Phase + PE

Ladder Guided Service Lift

Main door type Full sliding door

Service lift speed 18 m/min ± 10 %  (50Hz)

21 m/min ± 10 %  (60Hz)

Rated load 300  kg 

Weight of lift (max.) 250 kg

Max. Nº persons 3 Persons

Max. noise level 80 dB(A)

Power supply type 400 V (50/60 Hz) 3 Phase + N + PE

690 V (50/60 Hz) 3 Phase + PE

Shark 
Wire Guided Service Lift

Main door type Full sliding door

Service lift speed 18 m/min ± 10 %  (50Hz)

21 m/min ± 10 %  (60Hz)

Rated load 240 kg 

Weight of lift (max.) 186 kg

Max. Nº persons 2 Persons

Max. noise level 80 dB(A)

Power supply type 400 V (50/60 Hz) 3 Phase + N + PE

690 V (50/60 Hz) 3 Phase + PE

Dolphin-A
Wire Guided Service Lift

Main door type Full sliding door

Service lift speed 18 m/min ± 10 %  (50Hz)

21 m/min ± 10 %  (60Hz)

Rated load 240 kg 

Weight of lift (max.) 186 kg

Max. Nº persons 2 Persons

Max. noise level 80 dB(A)

Power supply type 400 V (50/60 Hz) 3 Phase + N + PE

690 V (50/60 Hz) 3 Phase + PE

SWP L
Wire Guided Service Lift

Main door type Roller door

Service lift speed 18 m/min ± 10 %  (50Hz)

21 m/min ± 10 %  (60Hz)

Rated load 240 kg 

Weight of lift (max.) 165 kg

Max. Nº persons 2 Persons

Max. noise level 80 dB(A)

Power supply type 400 V (50/60 Hz) 3 Phase + N + PE

690 V (50/60 Hz) 3 Phase + PE

SWP XL 
Wire Guided Service Lift

Main door type Sliding door

Service lift speed 18 m/min ± 10 %  (50Hz)

21 m/min ± 10 %  (60Hz)

Rated load 300 kg 

Weight of lift (max.) 200 kg

Max. Nº persons 3 Persons

Max. noise level 80 dB(A)

Power supply type 400 V (50/60 Hz) 3 Phase + N + PE

690 V (50/60 Hz) 3 Phase + PE

Wire Guided Service Lift

Main door type Full sliding door

Service lift speed 18 m/min ± 10 %  (50Hz)

21 m/min ± 10 %  (60Hz)

Rated load 250 kg 

Weight of lift (max.) 190 kg

Max. Nº persons 2 Persons

Max. noise level 80 dB(A)

Power supply type 400 V (50/60 Hz) 3 Phase + N + PE

690 V (50/60 Hz) 3 Phase + PE

Pegasus L 
Rack Pinion Service Lift

Main door type Full sliding door

Service lift speed 18 m/min ± 10 %  (50Hz)

21 m/min ± 10 %  (60Hz)

Rated load 240  kg 

Weight of lift (max.) 225 kg

Max. Nº persons 2 Persons

Max. noise level 80 dB(A)

Power supply type 400 V (50/60 Hz) 3 Phase + N + PE

690 V (50/60 Hz) 3 Phase + PE

Pegasus XL
Rack Pinion Service Lift

Main door type Full sliding door

Service lift speed 18.5 m/min ± 10 %  (50Hz)

22.8 m/min ± 10 %  (60Hz)

Rated load 300  kg 

Weight of lift (max.) 360 kg

Max. Nº persons 3 Persons

Max. noise level 80 dB(A)

Power supply type 400 V (50/60 Hz) 3 Phase + N + PE

690 V (50/60 Hz)  3 Phase + PE

Octopus L80 
Ladder Guided Service Lift

Main door type Full sliding door

Service lift speed 18 m/min ± 10 %  (50Hz)

21 m/min ± 10 %  (60Hz)

Rated load 240  kg 

Weight of lift (max.) 192 kg

Max. Nº persons 2 Persons

Max. noise level 80 dB(A)

Power supply type 400 V (50/60 Hz) 3 Phase + N + PE

690 V (50/60 Hz) 3 Phase + PE

Beluga 
Wire Guided Service Lift

Main door type Full sliding door

Service lift speed 18 m/min ± 10 %  (50Hz)

21 m/min ± 10 %  (60Hz)

Rated load 240 kg 

Weight of lift (max.) 175 kg

Max. Nº persons 2 Persons

Max. noise level 80 dB(A)

Power supply type 400 V (50/60 Hz) 3 Phase + N + PE

690 V (50/60 Hz) 3 Phase + PE

Stingray
Wire Guided Service Lift

Main door type Bucket type

Service lift speed 18 m/min ± 10 %  (50Hz)

21 m/min ± 10 %  (60Hz)

Rated load 240 kg 

Weight of lift (max.) 175 kg

Max. Nº persons 2 Persons

Max. noise level 80 dB(A)

Power supply type 400 V (50/60 Hz) 3 Phase + N + PE

690 V (50/60 Hz) 3 Phase + PE
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Octopus L95/L95 HD 
Ladder Guided Service Lift

Main door type Full sliding door

Service lift speed 18 m/min ± 10 %  (50Hz)

21 m/min ± 10 %  (60Hz)

Rated load 240 kg (L95)  / 350 kg (L95 HD)

Weight of lift (max.) 192 kg

Max. Nº persons 2 Persons

Max. noise level 80 dB(A)

Power supply type 400 V (50/60 Hz) 3 Phase + N + PE

690 V (50/60 Hz) 3 Phase + PE

Ladder Guided Service Lift

Main door type Full sliding door

Service lift speed 18 m/min ± 10 %  (50Hz)

21 m/min ± 10 %  (60Hz)

Rated load 300  kg 

Weight of lift (max.) 250 kg

Max. Nº persons 3 Persons

Max. noise level 80 dB(A)

Power supply type 400 V (50/60 Hz) 3 Phase + N + PE

690 V (50/60 Hz) 3 Phase + PE

Shark 
Wire Guided Service Lift

Main door type Full sliding door

Service lift speed 18 m/min ± 10 %  (50Hz)

21 m/min ± 10 %  (60Hz)

Rated load 240 kg 

Weight of lift (max.) 186 kg

Max. Nº persons 2 Persons

Max. noise level 80 dB(A)

Power supply type 400 V (50/60 Hz) 3 Phase + N + PE

690 V (50/60 Hz) 3 Phase + PE

Dolphin-A
Wire Guided Service Lift

Main door type Full sliding door

Service lift speed 18 m/min ± 10 %  (50Hz)

21 m/min ± 10 %  (60Hz)

Rated load 240 kg 

Weight of lift (max.) 186 kg

Max. Nº persons 2 Persons

Max. noise level 80 dB(A)

Power supply type 400 V (50/60 Hz) 3 Phase + N + PE

690 V (50/60 Hz) 3 Phase + PE

SWP L
Wire Guided Service Lift

Main door type Roller door

Service lift speed 18 m/min ± 10 %  (50Hz)

21 m/min ± 10 %  (60Hz)

Rated load 240 kg 

Weight of lift (max.) 165 kg

Max. Nº persons 2 Persons

Max. noise level 80 dB(A)

Power supply type 400 V (50/60 Hz) 3 Phase + N + PE

690 V (50/60 Hz) 3 Phase + PE

SWP XL 
Wire Guided Service Lift

Main door type Sliding door

Service lift speed 18 m/min ± 10 %  (50Hz)

21 m/min ± 10 %  (60Hz)

Rated load 300 kg 

Weight of lift (max.) 200 kg

Max. Nº persons 3 Persons

Max. noise level 80 dB(A)

Power supply type 400 V (50/60 Hz) 3 Phase + N + PE

690 V (50/60 Hz) 3 Phase + PE

Wire Guided Service Lift

Main door type Full sliding door

Service lift speed 18 m/min ± 10 %  (50Hz)

21 m/min ± 10 %  (60Hz)

Rated load 250 kg 

Weight of lift (max.) 190 kg

Max. Nº persons 2 Persons

Max. noise level 80 dB(A)

Power supply type 400 V (50/60 Hz) 3 Phase + N + PE

690 V (50/60 Hz) 3 Phase + PE

Pegasus L 
Rack Pinion Service Lift

Main door type Full sliding door

Service lift speed 18 m/min ± 10 %  (50Hz)

21 m/min ± 10 %  (60Hz)

Rated load 240  kg 

Weight of lift (max.) 225 kg

Max. Nº persons 2 Persons

Max. noise level 80 dB(A)

Power supply type 400 V (50/60 Hz) 3 Phase + N + PE

690 V (50/60 Hz) 3 Phase + PE

Pegasus XL
Rack Pinion Service Lift

Main door type Full sliding door

Service lift speed 18.5 m/min ± 10 %  (50Hz)

22.8 m/min ± 10 %  (60Hz)

Rated load 300  kg 

Weight of lift (max.) 360 kg

Max. Nº persons 3 Persons

Max. noise level 80 dB(A)

Power supply type 400 V (50/60 Hz) 3 Phase + N + PE

690 V (50/60 Hz)  3 Phase + PE

Octopus L80 
Ladder Guided Service Lift

Main door type Full sliding door

Service lift speed 18 m/min ± 10 %  (50Hz)

21 m/min ± 10 %  (60Hz)

Rated load 240  kg 

Weight of lift (max.) 192 kg

Max. Nº persons 2 Persons

Max. noise level 80 dB(A)

Power supply type 400 V (50/60 Hz) 3 Phase + N + PE

690 V (50/60 Hz) 3 Phase + PE

Beluga 
Wire Guided Service Lift

Main door type Full sliding door

Service lift speed 18 m/min ± 10 %  (50Hz)

21 m/min ± 10 %  (60Hz)

Rated load 240 kg 

Weight of lift (max.) 175 kg

Max. Nº persons 2 Persons

Max. noise level 80 dB(A)

Power supply type 400 V (50/60 Hz) 3 Phase + N + PE

690 V (50/60 Hz) 3 Phase + PE

Stingray
Wire Guided Service Lift

Main door type Bucket type

Service lift speed 18 m/min ± 10 %  (50Hz)

21 m/min ± 10 %  (60Hz)

Rated load 240 kg 

Weight of lift (max.) 175 kg

Max. Nº persons 2 Persons

Max. noise level 80 dB(A)

Power supply type 400 V (50/60 Hz) 3 Phase + N + PE

690 V (50/60 Hz) 3 Phase + PE

Extensive Portfolio For Safe Vertical Access in Wind Turbines

Increase safety and lower costs in one go with Avanti

wall3.indd   1 3/7/2019   12:08:37 PM

-

Octopus L95/L95 HD 
Ladder Guided Service Lift

Main door type Full sliding door

Service lift speed 18 m/min ± 10 %  (50Hz)

21 m/min ± 10 %  (60Hz)

Rated load 240 kg (L95)  / 350 kg (L95 HD)

Weight of lift (max.) 192 kg

Max. Nº persons 2 Persons

Max. noise level 80 dB(A)

Power supply type 400 V (50/60 Hz) 3 Phase + N + PE

690 V (50/60 Hz) 3 Phase + PE

Ladder Guided Service Lift

Main door type Full sliding door

Service lift speed 18 m/min ± 10 %  (50Hz)

21 m/min ± 10 %  (60Hz)

Rated load 300  kg 

Weight of lift (max.) 250 kg

Max. Nº persons 3 Persons

Max. noise level 80 dB(A)

Power supply type 400 V (50/60 Hz) 3 Phase + N + PE

690 V (50/60 Hz) 3 Phase + PE

Shark 
Wire Guided Service Lift

Main door type Full sliding door

Service lift speed 18 m/min ± 10 %  (50Hz)

21 m/min ± 10 %  (60Hz)

Rated load 240 kg 

Weight of lift (max.) 186 kg

Max. Nº persons 2 Persons

Max. noise level 80 dB(A)

Power supply type 400 V (50/60 Hz) 3 Phase + N + PE

690 V (50/60 Hz) 3 Phase + PE

Dolphin-A
Wire Guided Service Lift

Main door type Full sliding door

Service lift speed 18 m/min ± 10 %  (50Hz)

21 m/min ± 10 %  (60Hz)

Rated load 240 kg 

Weight of lift (max.) 186 kg

Max. Nº persons 2 Persons

Max. noise level 80 dB(A)

Power supply type 400 V (50/60 Hz) 3 Phase + N + PE

690 V (50/60 Hz) 3 Phase + PE

SWP L
Wire Guided Service Lift

Main door type Roller door

Service lift speed 18 m/min ± 10 %  (50Hz)

21 m/min ± 10 %  (60Hz)

Rated load 240 kg 

Weight of lift (max.) 165 kg

Max. Nº persons 2 Persons

Max. noise level 80 dB(A)

Power supply type 400 V (50/60 Hz) 3 Phase + N + PE

690 V (50/60 Hz) 3 Phase + PE

SWP XL 
Wire Guided Service Lift

Main door type Sliding door

Service lift speed 18 m/min ± 10 %  (50Hz)

21 m/min ± 10 %  (60Hz)

Rated load 300 kg 

Weight of lift (max.) 200 kg

Max. Nº persons 3 Persons

Max. noise level 80 dB(A)

Power supply type 400 V (50/60 Hz) 3 Phase + N + PE

690 V (50/60 Hz) 3 Phase + PE

Wire Guided Service Lift

Main door type Full sliding door

Service lift speed 18 m/min ± 10 %  (50Hz)

21 m/min ± 10 %  (60Hz)

Rated load 250 kg 

Weight of lift (max.) 190 kg

Max. Nº persons 2 Persons

Max. noise level 80 dB(A)

Power supply type 400 V (50/60 Hz) 3 Phase + N + PE

690 V (50/60 Hz) 3 Phase + PE

Pegasus L 
Rack Pinion Service Lift

Main door type Full sliding door

Service lift speed 18 m/min ± 10 %  (50Hz)

21 m/min ± 10 %  (60Hz)

Rated load 240  kg 

Weight of lift (max.) 225 kg

Max. Nº persons 2 Persons

Max. noise level 80 dB(A)

Power supply type 400 V (50/60 Hz) 3 Phase + N + PE

690 V (50/60 Hz) 3 Phase + PE

Pegasus XL
Rack Pinion Service Lift

Main door type Full sliding door

Service lift speed 18.5 m/min ± 10 %  (50Hz)

22.8 m/min ± 10 %  (60Hz)

Rated load 300  kg 

Weight of lift (max.) 360 kg

Max. Nº persons 3 Persons

Max. noise level 80 dB(A)

Power supply type 400 V (50/60 Hz) 3 Phase + N + PE

690 V (50/60 Hz)  3 Phase + PE

Octopus L80 
Ladder Guided Service Lift

Main door type Full sliding door

Service lift speed 18 m/min ± 10 %  (50Hz)

21 m/min ± 10 %  (60Hz)

Rated load 240  kg 

Weight of lift (max.) 192 kg

Max. Nº persons 2 Persons

Max. noise level 80 dB(A)

Power supply type 400 V (50/60 Hz) 3 Phase + N + PE

690 V (50/60 Hz) 3 Phase + PE

Beluga 
Wire Guided Service Lift

Main door type Full sliding door

Service lift speed 18 m/min ± 10 %  (50Hz)

21 m/min ± 10 %  (60Hz)

Rated load 240 kg 

Weight of lift (max.) 175 kg

Max. Nº persons 2 Persons

Max. noise level 80 dB(A)

Power supply type 400 V (50/60 Hz) 3 Phase + N + PE

690 V (50/60 Hz) 3 Phase + PE

Stingray
Wire Guided Service Lift

Main door type Bucket type

Service lift speed 18 m/min ± 10 %  (50Hz)

21 m/min ± 10 %  (60Hz)

Rated load 240 kg 

Weight of lift (max.) 175 kg

Max. Nº persons 2 Persons

Max. noise level 80 dB(A)

Power supply type 400 V (50/60 Hz) 3 Phase + N + PE

690 V (50/60 Hz) 3 Phase + PE
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Octopus L95/L95 HD 
Ladder Guided Service Lift

Main door type Full sliding door

Service lift speed 18 m/min ± 10 %  (50Hz)

21 m/min ± 10 %  (60Hz)

Rated load 240 kg (L95)  / 350 kg (L95 HD)

Weight of lift (max.) 192 kg

Max. Nº persons 2 Persons

Max. noise level 80 dB(A)

Power supply type 400 V (50/60 Hz) 3 Phase + N + PE

690 V (50/60 Hz) 3 Phase + PE

Ladder Guided Service Lift

Main door type Full sliding door

Service lift speed 18 m/min ± 10 %  (50Hz)

21 m/min ± 10 %  (60Hz)

Rated load 300  kg 

Weight of lift (max.) 250 kg

Max. Nº persons 3 Persons

Max. noise level 80 dB(A)

Power supply type 400 V (50/60 Hz) 3 Phase + N + PE

690 V (50/60 Hz) 3 Phase + PE

Shark 
Wire Guided Service Lift

Main door type Full sliding door

Service lift speed 18 m/min ± 10 %  (50Hz)

21 m/min ± 10 %  (60Hz)

Rated load 240 kg 

Weight of lift (max.) 186 kg

Max. Nº persons 2 Persons

Max. noise level 80 dB(A)

Power supply type 400 V (50/60 Hz) 3 Phase + N + PE

690 V (50/60 Hz) 3 Phase + PE

Dolphin-A
Wire Guided Service Lift

Main door type Full sliding door

Service lift speed 18 m/min ± 10 %  (50Hz)

21 m/min ± 10 %  (60Hz)

Rated load 240 kg 

Weight of lift (max.) 186 kg

Max. Nº persons 2 Persons

Max. noise level 80 dB(A)

Power supply type 400 V (50/60 Hz) 3 Phase + N + PE

690 V (50/60 Hz) 3 Phase + PE

SWP L
Wire Guided Service Lift

Main door type Roller door

Service lift speed 18 m/min ± 10 %  (50Hz)

21 m/min ± 10 %  (60Hz)

Rated load 240 kg 

Weight of lift (max.) 165 kg

Max. Nº persons 2 Persons

Max. noise level 80 dB(A)

Power supply type 400 V (50/60 Hz) 3 Phase + N + PE

690 V (50/60 Hz) 3 Phase + PE

SWP XL 
Wire Guided Service Lift

Main door type Sliding door

Service lift speed 18 m/min ± 10 %  (50Hz)

21 m/min ± 10 %  (60Hz)

Rated load 300 kg 

Weight of lift (max.) 200 kg

Max. Nº persons 3 Persons

Max. noise level 80 dB(A)

Power supply type 400 V (50/60 Hz) 3 Phase + N + PE

690 V (50/60 Hz) 3 Phase + PE

Wire Guided Service Lift

Main door type Full sliding door

Service lift speed 18 m/min ± 10 %  (50Hz)

21 m/min ± 10 %  (60Hz)

Rated load 250 kg 

Weight of lift (max.) 190 kg

Max. Nº persons 2 Persons

Max. noise level 80 dB(A)

Power supply type 400 V (50/60 Hz) 3 Phase + N + PE

690 V (50/60 Hz) 3 Phase + PE

Pegasus L 
Rack Pinion Service Lift

Main door type Full sliding door

Service lift speed 18 m/min ± 10 %  (50Hz)

21 m/min ± 10 %  (60Hz)

Rated load 240  kg 

Weight of lift (max.) 225 kg

Max. Nº persons 2 Persons

Max. noise level 80 dB(A)

Power supply type 400 V (50/60 Hz) 3 Phase + N + PE

690 V (50/60 Hz) 3 Phase + PE

Pegasus XL
Rack Pinion Service Lift

Main door type Full sliding door

Service lift speed 18.5 m/min ± 10 %  (50Hz)

22.8 m/min ± 10 %  (60Hz)

Rated load 300  kg 

Weight of lift (max.) 360 kg

Max. Nº persons 3 Persons

Max. noise level 80 dB(A)

Power supply type 400 V (50/60 Hz) 3 Phase + N + PE

690 V (50/60 Hz)  3 Phase + PE

Octopus L80 
Ladder Guided Service Lift

Main door type Full sliding door

Service lift speed 18 m/min ± 10 %  (50Hz)

21 m/min ± 10 %  (60Hz)

Rated load 240  kg 

Weight of lift (max.) 192 kg

Max. Nº persons 2 Persons

Max. noise level 80 dB(A)

Power supply type 400 V (50/60 Hz) 3 Phase + N + PE

690 V (50/60 Hz) 3 Phase + PE

Beluga 
Wire Guided Service Lift

Main door type Full sliding door

Service lift speed 18 m/min ± 10 %  (50Hz)

21 m/min ± 10 %  (60Hz)

Rated load 240 kg 

Weight of lift (max.) 175 kg

Max. Nº persons 2 Persons

Max. noise level 80 dB(A)

Power supply type 400 V (50/60 Hz) 3 Phase + N + PE

690 V (50/60 Hz) 3 Phase + PE

Stingray
Wire Guided Service Lift

Main door type Bucket type

Service lift speed 18 m/min ± 10 %  (50Hz)

21 m/min ± 10 %  (60Hz)

Rated load 240 kg 

Weight of lift (max.) 175 kg

Max. Nº persons 2 Persons

Max. noise level 80 dB(A)

Power supply type 400 V (50/60 Hz) 3 Phase + N + PE

690 V (50/60 Hz) 3 Phase + PE
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Octopus L95/L95 HD 
Ladder Guided Service Lift

Main door type Full sliding door

Service lift speed 18 m/min ± 10 %  (50Hz)

21 m/min ± 10 %  (60Hz)

Rated load 240 kg (L95)  / 350 kg (L95 HD)

Weight of lift (max.) 192 kg

Max. Nº persons 2 Persons

Max. noise level 80 dB(A)

Power supply type 400 V (50/60 Hz) 3 Phase + N + PE

690 V (50/60 Hz) 3 Phase + PE

Ladder Guided Service Lift

Main door type Full sliding door

Service lift speed 18 m/min ± 10 %  (50Hz)

21 m/min ± 10 %  (60Hz)

Rated load 300  kg 

Weight of lift (max.) 250 kg

Max. Nº persons 3 Persons

Max. noise level 80 dB(A)

Power supply type 400 V (50/60 Hz) 3 Phase + N + PE

690 V (50/60 Hz) 3 Phase + PE

Shark 
Wire Guided Service Lift

Main door type Full sliding door

Service lift speed 18 m/min ± 10 %  (50Hz)

21 m/min ± 10 %  (60Hz)

Rated load 240 kg 

Weight of lift (max.) 186 kg

Max. Nº persons 2 Persons

Max. noise level 80 dB(A)

Power supply type 400 V (50/60 Hz) 3 Phase + N + PE

690 V (50/60 Hz) 3 Phase + PE

Dolphin-A
Wire Guided Service Lift

Main door type Full sliding door

Service lift speed 18 m/min ± 10 %  (50Hz)

21 m/min ± 10 %  (60Hz)

Rated load 240 kg 

Weight of lift (max.) 186 kg

Max. Nº persons 2 Persons

Max. noise level 80 dB(A)

Power supply type 400 V (50/60 Hz) 3 Phase + N + PE

690 V (50/60 Hz) 3 Phase + PE

SWP L
Wire Guided Service Lift

Main door type Roller door

Service lift speed 18 m/min ± 10 %  (50Hz)

21 m/min ± 10 %  (60Hz)

Rated load 240 kg 

Weight of lift (max.) 165 kg

Max. Nº persons 2 Persons

Max. noise level 80 dB(A)

Power supply type 400 V (50/60 Hz) 3 Phase + N + PE

690 V (50/60 Hz) 3 Phase + PE

SWP XL 
Wire Guided Service Lift

Main door type Sliding door

Service lift speed 18 m/min ± 10 %  (50Hz)

21 m/min ± 10 %  (60Hz)

Rated load 300 kg 

Weight of lift (max.) 200 kg

Max. Nº persons 3 Persons

Max. noise level 80 dB(A)

Power supply type 400 V (50/60 Hz) 3 Phase + N + PE

690 V (50/60 Hz) 3 Phase + PE

Wire Guided Service Lift

Main door type Full sliding door

Service lift speed 18 m/min ± 10 %  (50Hz)

21 m/min ± 10 %  (60Hz)

Rated load 250 kg 

Weight of lift (max.) 190 kg

Max. Nº persons 2 Persons

Max. noise level 80 dB(A)

Power supply type 400 V (50/60 Hz) 3 Phase + N + PE

690 V (50/60 Hz) 3 Phase + PE

Pegasus L 
Rack Pinion Service Lift

Main door type Full sliding door

Service lift speed 18 m/min ± 10 %  (50Hz)

21 m/min ± 10 %  (60Hz)

Rated load 240  kg 

Weight of lift (max.) 225 kg

Max. Nº persons 2 Persons

Max. noise level 80 dB(A)

Power supply type 400 V (50/60 Hz) 3 Phase + N + PE

690 V (50/60 Hz) 3 Phase + PE

Pegasus XL
Rack Pinion Service Lift

Main door type Full sliding door

Service lift speed 18.5 m/min ± 10 %  (50Hz)

22.8 m/min ± 10 %  (60Hz)

Rated load 300  kg 

Weight of lift (max.) 360 kg

Max. Nº persons 3 Persons

Max. noise level 80 dB(A)

Power supply type 400 V (50/60 Hz) 3 Phase + N + PE

690 V (50/60 Hz)  3 Phase + PE

Octopus L80 
Ladder Guided Service Lift

Main door type Full sliding door

Service lift speed 18 m/min ± 10 %  (50Hz)

21 m/min ± 10 %  (60Hz)

Rated load 240  kg 

Weight of lift (max.) 192 kg

Max. Nº persons 2 Persons

Max. noise level 80 dB(A)

Power supply type 400 V (50/60 Hz) 3 Phase + N + PE

690 V (50/60 Hz) 3 Phase + PE

Beluga 
Wire Guided Service Lift

Main door type Full sliding door

Service lift speed 18 m/min ± 10 %  (50Hz)

21 m/min ± 10 %  (60Hz)

Rated load 240 kg 

Weight of lift (max.) 175 kg

Max. Nº persons 2 Persons

Max. noise level 80 dB(A)

Power supply type 400 V (50/60 Hz) 3 Phase + N + PE

690 V (50/60 Hz) 3 Phase + PE

Stingray
Wire Guided Service Lift

Main door type Bucket type

Service lift speed 18 m/min ± 10 %  (50Hz)

21 m/min ± 10 %  (60Hz)

Rated load 240 kg 

Weight of lift (max.) 175 kg

Max. Nº persons 2 Persons

Max. noise level 80 dB(A)

Power supply type 400 V (50/60 Hz) 3 Phase + N + PE

690 V (50/60 Hz) 3 Phase + PE
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Octopus L95/L95 HD 
Ladder Guided Service Lift

Main door type Full sliding door

Service lift speed 18 m/min ± 10 %  (50Hz)

21 m/min ± 10 %  (60Hz)

Rated load 240 kg (L95)  / 350 kg (L95 HD)

Weight of lift (max.) 192 kg

Max. Nº persons 2 Persons

Max. noise level 80 dB(A)

Power supply type 400 V (50/60 Hz) 3 Phase + N + PE

690 V (50/60 Hz) 3 Phase + PE

Ladder Guided Service Lift

Main door type Full sliding door

Service lift speed 18 m/min ± 10 %  (50Hz)

21 m/min ± 10 %  (60Hz)

Rated load 300  kg 

Weight of lift (max.) 250 kg

Max. Nº persons 3 Persons

Max. noise level 80 dB(A)

Power supply type 400 V (50/60 Hz) 3 Phase + N + PE

690 V (50/60 Hz) 3 Phase + PE

Shark 
Wire Guided Service Lift

Main door type Full sliding door

Service lift speed 18 m/min ± 10 %  (50Hz)

21 m/min ± 10 %  (60Hz)

Rated load 240 kg 

Weight of lift (max.) 186 kg

Max. Nº persons 2 Persons

Max. noise level 80 dB(A)

Power supply type 400 V (50/60 Hz) 3 Phase + N + PE

690 V (50/60 Hz) 3 Phase + PE

Dolphin-A
Wire Guided Service Lift

Main door type Full sliding door

Service lift speed 18 m/min ± 10 %  (50Hz)

21 m/min ± 10 %  (60Hz)

Rated load 240 kg 

Weight of lift (max.) 186 kg

Max. Nº persons 2 Persons

Max. noise level 80 dB(A)

Power supply type 400 V (50/60 Hz) 3 Phase + N + PE

690 V (50/60 Hz) 3 Phase + PE

SWP L
Wire Guided Service Lift

Main door type Roller door

Service lift speed 18 m/min ± 10 %  (50Hz)

21 m/min ± 10 %  (60Hz)

Rated load 240 kg 

Weight of lift (max.) 165 kg

Max. Nº persons 2 Persons

Max. noise level 80 dB(A)

Power supply type 400 V (50/60 Hz) 3 Phase + N + PE

690 V (50/60 Hz) 3 Phase + PE

SWP XL 
Wire Guided Service Lift

Main door type Sliding door

Service lift speed 18 m/min ± 10 %  (50Hz)

21 m/min ± 10 %  (60Hz)

Rated load 300 kg 

Weight of lift (max.) 200 kg

Max. Nº persons 3 Persons

Max. noise level 80 dB(A)

Power supply type 400 V (50/60 Hz) 3 Phase + N + PE

690 V (50/60 Hz) 3 Phase + PE

Wire Guided Service Lift

Main door type Full sliding door

Service lift speed 18 m/min ± 10 %  (50Hz)

21 m/min ± 10 %  (60Hz)

Rated load 250 kg 

Weight of lift (max.) 190 kg

Max. Nº persons 2 Persons

Max. noise level 80 dB(A)

Power supply type 400 V (50/60 Hz) 3 Phase + N + PE

690 V (50/60 Hz) 3 Phase + PE

Pegasus L 
Rack Pinion Service Lift

Main door type Full sliding door

Service lift speed 18 m/min ± 10 %  (50Hz)

21 m/min ± 10 %  (60Hz)

Rated load 240  kg 

Weight of lift (max.) 225 kg

Max. Nº persons 2 Persons

Max. noise level 80 dB(A)

Power supply type 400 V (50/60 Hz) 3 Phase + N + PE

690 V (50/60 Hz) 3 Phase + PE

Pegasus XL
Rack Pinion Service Lift

Main door type Full sliding door

Service lift speed 18.5 m/min ± 10 %  (50Hz)

22.8 m/min ± 10 %  (60Hz)

Rated load 300  kg 

Weight of lift (max.) 360 kg

Max. Nº persons 3 Persons

Max. noise level 80 dB(A)

Power supply type 400 V (50/60 Hz) 3 Phase + N + PE

690 V (50/60 Hz)  3 Phase + PE

Octopus L80 
Ladder Guided Service Lift

Main door type Full sliding door

Service lift speed 18 m/min ± 10 %  (50Hz)

21 m/min ± 10 %  (60Hz)

Rated load 240  kg 

Weight of lift (max.) 192 kg

Max. Nº persons 2 Persons

Max. noise level 80 dB(A)

Power supply type 400 V (50/60 Hz) 3 Phase + N + PE

690 V (50/60 Hz) 3 Phase + PE

Beluga 
Wire Guided Service Lift

Main door type Full sliding door

Service lift speed 18 m/min ± 10 %  (50Hz)

21 m/min ± 10 %  (60Hz)

Rated load 240 kg 

Weight of lift (max.) 175 kg

Max. Nº persons 2 Persons

Max. noise level 80 dB(A)

Power supply type 400 V (50/60 Hz) 3 Phase + N + PE

690 V (50/60 Hz) 3 Phase + PE

Stingray
Wire Guided Service Lift

Main door type Bucket type

Service lift speed 18 m/min ± 10 %  (50Hz)

21 m/min ± 10 %  (60Hz)

Rated load 240 kg 

Weight of lift (max.) 175 kg

Max. Nº persons 2 Persons

Max. noise level 80 dB(A)

Power supply type 400 V (50/60 Hz) 3 Phase + N + PE

690 V (50/60 Hz) 3 Phase + PE

Extensive Portfolio For Safe Vertical Access in Wind Turbines

Increase safety and lower costs in one go with Avanti
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Octopus L95/L95 HD 
Ladder Guided Service Lift

Main door type Full sliding door

Service lift speed 18 m/min ± 10 %  (50Hz)

21 m/min ± 10 %  (60Hz)

Rated load 240 kg (L95)  / 350 kg (L95 HD)

Weight of lift (max.) 192 kg

Max. Nº persons 2 Persons

Max. noise level 80 dB(A)

Power supply type 400 V (50/60 Hz) 3 Phase + N + PE

690 V (50/60 Hz) 3 Phase + PE

Ladder Guided Service Lift

Main door type Full sliding door

Service lift speed 18 m/min ± 10 %  (50Hz)

21 m/min ± 10 %  (60Hz)

Rated load 300  kg 

Weight of lift (max.) 250 kg

Max. Nº persons 3 Persons

Max. noise level 80 dB(A)

Power supply type 400 V (50/60 Hz) 3 Phase + N + PE

690 V (50/60 Hz) 3 Phase + PE

Shark 
Wire Guided Service Lift

Main door type Full sliding door

Service lift speed 18 m/min ± 10 %  (50Hz)

21 m/min ± 10 %  (60Hz)

Rated load 240 kg 

Weight of lift (max.) 186 kg

Max. Nº persons 2 Persons

Max. noise level 80 dB(A)

Power supply type 400 V (50/60 Hz) 3 Phase + N + PE

690 V (50/60 Hz) 3 Phase + PE

Dolphin-A
Wire Guided Service Lift

Main door type Full sliding door

Service lift speed 18 m/min ± 10 %  (50Hz)

21 m/min ± 10 %  (60Hz)

Rated load 240 kg 

Weight of lift (max.) 186 kg

Max. Nº persons 2 Persons

Max. noise level 80 dB(A)

Power supply type 400 V (50/60 Hz) 3 Phase + N + PE

690 V (50/60 Hz) 3 Phase + PE

SWP L
Wire Guided Service Lift

Main door type Roller door

Service lift speed 18 m/min ± 10 %  (50Hz)

21 m/min ± 10 %  (60Hz)

Rated load 240 kg 

Weight of lift (max.) 165 kg

Max. Nº persons 2 Persons

Max. noise level 80 dB(A)

Power supply type 400 V (50/60 Hz) 3 Phase + N + PE

690 V (50/60 Hz) 3 Phase + PE

SWP XL 
Wire Guided Service Lift

Main door type Sliding door

Service lift speed 18 m/min ± 10 %  (50Hz)

21 m/min ± 10 %  (60Hz)

Rated load 300 kg 

Weight of lift (max.) 200 kg

Max. Nº persons 3 Persons

Max. noise level 80 dB(A)

Power supply type 400 V (50/60 Hz) 3 Phase + N + PE

690 V (50/60 Hz) 3 Phase + PE

Wire Guided Service Lift

Main door type Full sliding door

Service lift speed 18 m/min ± 10 %  (50Hz)

21 m/min ± 10 %  (60Hz)

Rated load 250 kg 

Weight of lift (max.) 190 kg

Max. Nº persons 2 Persons

Max. noise level 80 dB(A)

Power supply type 400 V (50/60 Hz) 3 Phase + N + PE

690 V (50/60 Hz) 3 Phase + PE

Pegasus L 
Rack Pinion Service Lift

Main door type Full sliding door

Service lift speed 18 m/min ± 10 %  (50Hz)

21 m/min ± 10 %  (60Hz)

Rated load 240  kg 

Weight of lift (max.) 225 kg

Max. Nº persons 2 Persons

Max. noise level 80 dB(A)

Power supply type 400 V (50/60 Hz) 3 Phase + N + PE

690 V (50/60 Hz) 3 Phase + PE

Pegasus XL
Rack Pinion Service Lift

Main door type Full sliding door

Service lift speed 18.5 m/min ± 10 %  (50Hz)

22.8 m/min ± 10 %  (60Hz)

Rated load 300  kg 

Weight of lift (max.) 360 kg

Max. Nº persons 3 Persons

Max. noise level 80 dB(A)

Power supply type 400 V (50/60 Hz) 3 Phase + N + PE

690 V (50/60 Hz)  3 Phase + PE

Octopus L80 
Ladder Guided Service Lift

Main door type Full sliding door

Service lift speed 18 m/min ± 10 %  (50Hz)

21 m/min ± 10 %  (60Hz)

Rated load 240  kg 

Weight of lift (max.) 192 kg

Max. Nº persons 2 Persons

Max. noise level 80 dB(A)

Power supply type 400 V (50/60 Hz) 3 Phase + N + PE

690 V (50/60 Hz) 3 Phase + PE

Beluga 
Wire Guided Service Lift

Main door type Full sliding door

Service lift speed 18 m/min ± 10 %  (50Hz)

21 m/min ± 10 %  (60Hz)

Rated load 240 kg 

Weight of lift (max.) 175 kg

Max. Nº persons 2 Persons

Max. noise level 80 dB(A)

Power supply type 400 V (50/60 Hz) 3 Phase + N + PE

690 V (50/60 Hz) 3 Phase + PE

Stingray
Wire Guided Service Lift

Main door type Bucket type

Service lift speed 18 m/min ± 10 %  (50Hz)

21 m/min ± 10 %  (60Hz)

Rated load 240 kg 

Weight of lift (max.) 175 kg

Max. Nº persons 2 Persons

Max. noise level 80 dB(A)

Power supply type 400 V (50/60 Hz) 3 Phase + N + PE

690 V (50/60 Hz) 3 Phase + PE

Extensive Portfolio For Safe Vertical Access in Wind Turbines

Increase safety and lower costs in one go with Avanti
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钢丝绳导向式升降梯

Avanti Shark、SWP、Stingray、Dolphin, 及 Beluga

来自 Avanti 的钢丝绳导向式升降梯是由线引导的安全垂直通道解决方案。 灵活的钢丝线控确保塔
筒升降梯可以顺利通过塔筒升降梯和风力涡轮机平台之间的几厘米开口控制转向，从而可顺利操纵电
梯。

塔筒升降梯舱采用耐海水铝建造。 它的设计经过优化，可最大限度地减轻重量，并可用于近海和近海
涡轮机等恶劣环境。

钢丝绳导向式升降梯独立于安全阶梯系统，完全可在塔内独立运作。 行车牵引钢丝绳、安全钢丝绳和
两根导向钢丝绳安装在位于涡轮塔架顶部的悬梁上。

这两根导向钢丝绳用张紧器安装并紧固在涡轮机塔架的基座上。 电梯的电缆装在塔楼地下室的收集
桶里。 电梯下降时，电缆在收集桶里盘绕起来。 当涡轮机运行且未使用塔筒升降梯时，电缆保持盘
绕， 这就不会产生因涡轮机摇摆引起的振动和振动而磨损或损坏的风险。 我们还为这些电梯提供一
个随行电缆系统。

风机内安全工作

• 耐海水腐蚀
即使在离岸和近岸的条件下，此电梯也不会生
锈或被海水腐蚀。

• 无需电源即可操作
在发电机失电的情况下，可以手动操作升降
梯。 失电时也可以执行紧急下降功能。 可以
将其慢慢地地下降到塔底。

• 即停即走
可以在塔上的任何位置停止和前行。 可以在塔
上的任何位置修复或退出升降梯，进行检查和
维护。

• 安全操作
升降梯只在所有门都关上时移动。 电梯均为按
下时运行。 我们最优先考虑升降机的安全性。

钢丝绳导向式升降梯的优势



钢丝绳导向式升降梯

主门类型 全滑动门

升降梯速度 18 m/min ± 10 %  (50Hz)

21 m/min ± 10 %  (60Hz)

额定负载 240 kg 

提升重量（最大） 186 kg

最大 Nº 人 2人

最大噪声级别 80分贝(A)

电源类型 400 V (50/60 Hz) 3 Phase + 
N + PE

690 V (50/60 Hz) 3 Phase  + 
PE

Shark L



钢丝绳导向式升降梯

主门类型 全滑动门

升降梯速度 18 m/min ± 10 %  (50Hz)

21 m/min ± 10 %  (60Hz)

额定负载 240 kg 

提升重量（最大） 175 kg

最大 Nº 人 2人

最大噪声级别 80分贝(A)

电源类型 400 V (50/60 Hz) 3 Phase 
+ N + PE

690 V (50/60 Hz) 3 Phase  
+ PE

Beluga L



钢丝绳导向式升降梯

主门类型 全滑动门

升降梯速度 18 m/min ± 10 %  (50Hz)

21 m/min ± 10 %  (60Hz)

额定负载 240 kg 

提升重量（最大） 165 kg

最大 Nº 人 2人

最大噪声级别 80分贝(A)

电源类型 400 V (50/60 Hz) 3 Phase 
+ N + PE

690 V (50/60 Hz) 3 Phase 
+ PE

Dolphin



钢丝绳导向式升降梯

主门类型 筒式

升降梯速度 18 m/min ± 10 %  (50Hz)

21 m/min ± 10 %  (60Hz)

额定负载 240 kg 

提升重量（最大） 175 kg

最大 Nº 人 2人

最大噪声级别 80分贝(A)

电源类型 400 V (50/60 Hz) 3 Phase + N 
+ PE

690 V (50/60 Hz) 3 Phase + PE

Stingray



钢丝绳导向式升降梯

主门类型 卷帘门

升降梯速度 18 m/min ± 10 %  (50Hz)

21 m/min ± 10 %  (60Hz)

额定负载 240 kg 

提升重量（最大） 165 kg

最大 Nº 人 2人

最大噪声级别 80分贝(A)

电源类型 400 V (50/60 Hz) 3 Phase + N + 
PE

690 V (50/60 Hz) 3 Phase + PE

Avanti SWP 升降梯 

风能行业主要客户定制解决方案的一个例
子。 运用 Avanti 风电设备制造有限公司
成熟的线控技术，符合客户的塔设计，将升
降梯安装得很好。

SWP L



钢丝绳导向式升降梯

主门类型 滑动门

升降梯速度 18 m/min ± 10 %  (50Hz)

21 m/min ± 10 %  (60Hz)

额定负载 320 kg 

提升重量（最大） 200 kg

最大 Nº 人 3人

最大噪声级别 80分贝(A)

电源类型 400 V (50/60 Hz) 3 Phase  + 
N + PE

690 V (50/60 Hz) 3 Phase  + 
PE

SWP XL



齿轮齿条式升降梯

AVANTI Pegasus塔筒升降梯

可在塔施工和调试时使用。
Avanti Pegasus齿轮齿条塔筒升降梯，安全级别高，适用于技术人员在风力发电机上工作。
 
该升降梯可运载两或三个人，加上其工具和设备，在塔上最方便的高度工作。  
 
Pegasus升降梯由梯子和随行电缆系统牵引。 
 
Avanti Pegasus升降梯采用耐海水铝制造，还使用热浸镀锌钢（涂漆）和高质量部件。

• 成本效益高
升降梯适用于钢制和混凝土风力涡轮机塔
架。

• 安全性高且易于疏散
舱口的顶部和底部都可以疏散在风力发电机
上工作的技术员，安全且容易进行。

• 安全操作
升降梯只在所有门都关上时移动。 电梯均为
按下时运行。 我们最优先考虑的是电梯安全
性

Avanti 齿条和齿轮升降梯的优势



齿轮齿条式升降梯

Avanti 齿条和齿轮升降梯的优势

齿轮齿条式升降梯

主门类型 全滑动门

升降梯速度 18 m/min ± 10 %  (50Hz)

21 m/min ± 10 %  (60Hz)

额定负载 250  kg 

提升重量（最大） 225 kg

最大 Nº 人 2人

最大噪声级别 80分贝(A)

电源类型 400 V (50/60 Hz) 3 Phase + N + 
PE

690 V (50/60 Hz) 3 Phase + PE

Pegasus L



齿轮齿条式升降梯

主门类型 全滑动门

升降梯速度 18.5 m/min ± 10 %  
(50Hz)

22.8 m/min ± 10 %  
(60Hz)

额定负载 300  kg 

提升重量（最大） 360 kg

最大 Nº 人 3人

最大噪声级别 80分贝(A)

电源类型 400 V (50/60 Hz)  
3 Phase + N + PE

690 V (50/60 Hz)  
3 Phase + PE

Pegasus XL 爬梯导向式升降梯



齿轮齿条式升降梯

主门类型 全滑动门

升降梯速度 18.5 m/min ± 10 %  
(50Hz)

22.8 m/min ± 10 %  
(60Hz)

额定负载 300  kg 

提升重量（最大） 360 kg

最大 Nº 人 3人

最大噪声级别 80分贝(A)

电源类型 400 V (50/60 Hz)  
3 Phase + N + PE

690 V (50/60 Hz)  
3 Phase + PE

爬梯导向式升降梯

AVANTI Qilin, Octopus爬梯导向式升降梯

Avanti 风电设备制造有限公司制造的由梯子引导的电梯可确保电梯运行时轿厢不摇摆。 保证上塔的
途中移动顺畅。 该系统使用现有的安全梯系统来引导它的移动路径。

AVANTI Qilin, Octopus塔筒升降梯的优势

• 经济高效的安全梯系统
升降机+梯子（协同作用）占用更少的空间。与
机架焊接的钢梯相比，更经济实惠。

• 行进期间稳定性更好
用户使用更舒适。
 

• 节省人力
在塔厂和现场进行最后调整时只需较少的人
手。
现场只需较少的人手。

• 完全安全
容易疏散人员。



Qilin

技术参数：
•  额定载荷: 250 kg / 320 kg，二人
•  提升牵引系统: M508 / M608
•  防止坠落装置: ASL508 / ASL608
•  主门: 滑动及旋转式

操作说明：
•  内部手动操作，对应人员及货物运输.
•  外部发送指令操作，对应货物运输
•  最大运输距离: 160m
•  动力及控制电缆系统: 由牵引及安全钢丝绳
   引导的旅行者及升降机导向爬梯.

适用温度范围：
•  工作: -30 ºC - +60 ºC
•  生存: -40 ºC - +80 ºC

使用寿命：
•  300 小时
•  30 年



爬梯导向式升降梯

主门类型 全滑动门

升降梯速度 18 m/min ± 10 %  (50Hz)

21 m/min ± 10 %  (60Hz)

额定负载 300  kg 

提升重量（最大） 250  kg

最大 Nº 人 3人

最大噪声级别 80分贝(A)

电源类型 400 V (50/60 Hz) 3 Phase + N + 
PE

690 V (50/60 Hz) 3 Phase + PE

Octopus XL120



爬梯导向式升降梯

主门类型 全滑动门

升降梯速度 18 m/min ± 10 %  (50Hz)

21 m/min ± 10 %  (60Hz)

额定负载 240 kg / 350 kg

提升重量（最大） 220 kg

最大 Nº 人 2人

最大噪声级别 80分贝(A)

电源类型 400 V (50/60 Hz) 3 Phase + N + 
PE

690 V (50/60 Hz) 3 Phase + PE

Octopus L95/L95 HD



爬梯导向式升降梯

主门类型 全滑动门

升降梯速度 18 m/min ± 10 %  (50Hz)

21 m/min ± 10 %  (60Hz)

额定负载 240  kg 

提升重量（最大） 205 kg

最大 Nº 人 2人

最大噪声级别 80分贝(A)

电源类型 400 V (50/60 Hz) 3 Phase + N + 
PE

690 V (50/60 Hz) 3 Phase + PE

Octopus L80



Avanti 助爬器
Avanti 风电设备制造有限公司开发的助爬器系统便于技术人员
在风力发电机内上下攀爬梯子。助爬器必须与防坠落系统一起安
装。
 

翱文狄免爬器

上辅机  

绳索及绳扣

  主机  

额定载重1人，120千克，
运行速度18米/分。



Avanti 防坠落系统
 

基于全球大多数国家的相关法律规定；在风机塔筒内的爬梯上必
须安装防坠落保护系统，Avanti开发了方便运维技术人员携带的
自锁器，与安装在梯子上的滑轨组成了防坠落系统。
AVANTI防坠落系统符合欧盟CE、美国OSHA规范，中国LA（劳安）
认证及澳大利亚、新西兰、加拿大等国家认证。AVANTI防坠落系
统一年必须检修一次。
 

防坠落自锁器

是一种特殊的设计使人和防坠落导轨 
连接在一起，防坠落自锁器上安装了 
减震装置。如果在攀爬过程中不小心发 
生跌落，系统会将伤害程度降低到最小。

Click-on 型自锁器

 

Eagle 型自锁器

 友好的用户体验

两个扭力弹簧

6个轴承

独特的安全系统

Type C



铝合金爬梯 
 

独特的制造工艺、全新的翻铆和涨压技术确保产品的稳定性和安全性。

设计符合人体工程学，舒适的攀爬体验和安全的防滑设计。

铝合金的良好防腐性能，成为海上风机的优先选择。

鱼尾板的连接使整个爬梯系统完美地连接。

符合标准及认证：
• FORCE认证
• GB17888.4
• EN131-2
• ISO14122
• DIN18779-1,
• BS4211:2005
• BS5395-3:1985  
• AS1657
• ANSI A14.3-1992

连接件

梯框结构

安全锚点

端塞

鱼尾板连接

铆接

特点: 

• 高强度专用合金材质
• 所有测试均高于国际和 

国内同行业标准
• 安装方便、快捷、 

安全性高
• 符合人体工程学的全新设计
• 强度高、抗氧化性强、 

耐腐蚀 、应用面广 

 
爬梯规格    

 
可根据用户需要更改尺寸

 

常用尺寸  
 

420/460/470/520mm

 

可定制宽度        
 

380-800mm

 

标准节长度 
 

5880 mm

 

梯蹬间距 
 

280mm

 

梯蹬     
 

27*29mm

 

梯框                                       
 

60*25mm

Avanti C rail



个人防护装备 Avanti 全身式安全带

• 安全带配备有4 个固定点、2 个臀部固定
点以及前后中心固定点（中心固定点也称
为“A”点）。

• 由于采用易扣，安全带重量轻，非常容易
穿戴，并且易于调整以适应身体。

• 调节方便，可以调节身体长度、座椅位置
和臀部附件的位置。此外，安全带还可以调
节背部附件的位置，这很舒适，并且在有限
的空间中非常有用。

• 背带配备了强化的背部支撑，如果背带在
塔壁等周围环境上滑动，可防止背部磨损。

• 在紧急情况下，安全带还可以将响应装置
安装在安全带的前部或后部，根据具体情
况，这是有益的功能。



Avanti 弹性 Y 型挂绳，带减震器
挂绳部分由可拉伸织带制成，
使用户更容易控制挂绳，避免绊倒危险。 
当需要时，挂绳部分延伸至全长。

大钩环的开口为 60 毫米，
可以安装在最常见的梯梃上。

Avanti Y 型挂绳，带减震器
挂绳部分由 Kern Mantel 制作（带护套
的芯）绳，并且比弹性挂绳的长度。

大钩环的直径为 60 毫米开放，
这提供了可能性 安装在最常见的梯框
上。

Kern Mantel 绳索（带护套的核
心）通过绳索锁提供非常舒适的绳
索长度调节。

细长的登山扣在使用过程中非常方
便。

纤细的登山扣可在任何结构中与挂
绳连接，实现平滑舒适的连接。

带减震器的 Avanti Y 型挂绳

Avanti 工作定位器



Avanti 救援装置
具有在降低（200 公斤）之前提升
（“释放”）伤员的功能。
 
免提控制最大下降速度0,8 m/秒。

允许 2 人每次下降 160 m (200 kg)。

滑轮原理可实现多人下降——当绳索一端“落
地”时，下一次下降可以从附着点开始……一
次又一次地下降。

Avanti 安全速度 RD+
与 Avanti 救援装置具有相同的优点 + ....
  
与手动绞盘功能一起使用时，可提供 280 
公斤的起重能力。
  
施救者可以亲自下降到遇险者处
悬挂的人并释放他/她的依恋和
手动降低或拉起两者。

适合任何电池钻的功能
机器提升速度 0.7 m/sec。
（最大 200 公斤）。

机器超载牵引特征。
牵引超过200公斤， 
超载会冻结牵引并确保 
不更高牵引力。

Avanti 响应和救援装备



阿凡蒂服务

如果您对个人防护装备、救援设备或服务有其他需求，
请联系 AVANTI，我们将很乐意为您提供帮助。

真空密封
15 救生/响应装置的真空密封
年（担架 10 年），不需要密封
期间专家修订。

当密封有效时，年度/半年检查仅需要从包装
桶或管的外部进行目视检查。

芯片概念
现有应用程序功能进行年度/半年检查
通过使用智能手机可以非常轻松地进行文档记
录当齿轮在桶或管中包装有切屑时。
 
通过智能手机，芯片被识别
外部以及应用程序中存储的所有信息。

齿轮翻新授权翻新响应设备。
芯片安装在枪管内。

桶密封。



安全培训防坠落，救援和逃生培训课程-8.5小时 

目标学员：

需要攀登风力发电机的运维技术人员、安全员、对高空营救技术有兴趣的
人员。

课程目的：教授学员掌握在高层建筑（如风力发电机、高塔、烟筒等）安全
攀爬、安全工作规范。教授学员如何在高处现场实施营救和逃生撤离。

培训开班：每班3至6人

培训场地：

AVANTI上海培训中心（培训教室、登高培训场地）

或至客户风场，风场提供会议室及风机进行理论和实操培训。

装备及教具准备：

在客户风场培训，学员需要自备个人的安全帽、全身式安全带、双钩减震
器、定位绳、自锁器、工作鞋、手套。 救援及逃生所使用的逃生救援设备
及辅助教具由培训师自带并负责安全性。

此外，AVANTI是GWO成员之一，以中文、英语、德语、丹麦语、西班牙语提供下四
门培训课程：
• 高处作业 
• 手工搬运
• 急救
• 消防

 
全球风能组织(GWO)是风电业主及风机整机制造商组成
的协会，其目的是致力于在风电业界创建一个 “安全
零伤害”的工作环境。其制订的标准用于满足风电业
内认可的基础安全培训(BST)。协会培训工作基于风机
安装、运行及维护过程中的实际发生事故统计和风险
评估。目标是发展统一欧洲并至全球风能业界内的健
康安全培训标准，以降低现场工作中的事故风险。

GWO简介

Current issue date: 14 June 2022 Original approval(s):
Expiry date: 13 June 2024 GWO - 14 June 2013 
Certificate identity number: 10553181

Certificate of Approval

Paul Graaf

________________________

Area Operations Manager, Europe 

Issued by: LRQA Danmark ApS
              

LRQA Group Limited, its affiliates and subsidiaries and their respective officers, employees or agents are, individually and collectively, referred to in this clause as 'LRQA'. 
LRQA assumes no responsibility and shall not be liable to any person for any loss, damage or expense caused by reliance on the information or advice in this document or 
howsoever provided, unless that person has signed a contract with the relevant  LRQA entity for the provision of this information or advice and in that case any responsibility or 
liability is exclusively on the terms and conditions set out in that contract.
Issued by: LRQA Danmark ApS, Strandvejen 104 A, 2nd Floor, 2900 Hellerup, Denmark 
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This is to certify that the Management System of:

Avanti Wind Systems, S.L.
Calle Los Angeles No. 88, nave 1, Polígono Industrial Centrovía, La Muela, Zaragoza, 50198, Spain

has been approved by LRQA to the following standards:

Global Wind Organisation Basic Safety Training Standard
Approval number(s): GWO – 00003842

This certificate is valid only in association with the certificate schedule bearing the same number on which the locations applicable 
to this approval are listed.

The scope of this approval is applicable to:

Global Wind Organisation Basic Safety Training  V 14 modules: Working at Heights - Manual Handling - Fire Awareness - First Aid 
at the Fixed Training Facility



Quality assurance
• 翱文狄内部全球统一质量方针 

• 全球产品和服务采用同样的高质量标准

• 翱文狄所有分公司同一的QHSE 体系。 
•  ISO 9001:2008 

•  ISO 14001:2004

•  OHSAS 18001:2007

• 我们致力于质量管理体系的持续有效的改进。

• 翱文狄升降梯获得全世界范围内相关
标准的认证。

• 翱文狄可以根据具体项目，满足客户
具体要求并符合当地相关认证。 

• 翱文狄升降梯已获得第三方独立机构
关于ICC AC 394风塔内升降机的测试 

• 作为行业领导者，翱文狄已经和美国
职业健康安全局以及美国工程师以及其
他机构合作以制定塔筒内安装升降梯的
基本要求。



现行证书日期： 2023年 6月 7日 首次颁发日期:
证书有效期限： 2026年 1月 16日 ISO 9001 - 2005年 2月 17日 

ISO 14001 - 2011年 1月 17日 
ISO 45001 - 2020年 6月 22日 

证书识别编码： 10531165

认证证书

管大红

________________________

大中华区运营总监，评审业务 

劳盛质量认证（上海）有限公司

颁证机构： 劳盛质量认证有限公司
              

本证书信息最迟可于证书发放之日起30个工作日后在国家认证认可监督管理委员会官方网站(www.cnca.gov.cn)上查询。获证组织必须定期接受监督审核并经审核合格此证书方继
续有效。
LRQA Group Limited, its affiliates and subsidiaries and their respective officers, employees or agents are, individually and collectively, referred to in this clause as 'LRQA'. 
LRQA assumes no responsibility and shall not be liable to any person for any loss, damage or expense caused by reliance on the information or advice in this document or 
howsoever provided, unless that person has signed a contract with the relevant  LRQA entity for the provision of this information or advice and in that case any responsibility or 
liability is exclusively on the terms and conditions set out in that contract.
Issued by: LRQA Limited, 1 Trinity Park, Bickenhill Lane, Birmingham B37 7ES, United Kingdom 
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兹此证明下列公司之管理体系：

翱文狄风电设备制造（上海） 有限公司
中国, 上海市松江区小昆山镇昆港路889号5幢1层, 201614

统一社会信用代码: 91310000666001712P

注册地址： 上海市松江区小昆山镇港德路518号4号厂房

通过LRQA之认证，符合下列管理体系标准：

ISO 9001:2015, ISO 14001:2015, ISO 45001:2018
GB/T 19001-2016, GB/T 24001-2016, GB/T 45001-2020

证书编号： ISO 9001 – 0072509-001, ISO 14001 – 0072510-001, ISO 45001 – 0072511-001

此证书是编号为 0072509/   0072510/   0072511   证书的一部分。

该管理体系适用于：

ISO 9001:2015, ISO 14001:2015, ISO 45001:2018

升降梯、防坠落系统、铝梯及上述设备的零部件的制造。防坠落系统和个人防护装备及零部件的销售。升降梯、助爬器、防坠落系统
和铝梯的售后服务。升降梯的开发。

Current issue date: 7 June 2023 Original approval(s):
Expiry date: 16 January 2026 ISO 9001 - 17 February 2005 

ISO 14001 - 17 January 2011 
ISO 45001 - 22 June 2020 

Certificate identity number: 10531164

Certificate of Approval

Davis Guan

________________________

Regional Director, Greater China, Assessment 

LRQA Shanghai Office

Issued by: LRQA Limited
              

The certificate can be checked for validity on CNCA website (www.cnca.gov.cn) 30 working days after the date of issuance. This approval is subject to surveillance assessment 
carried out in accordance with the LRQA assessment and certification procedures.
LRQA Group Limited, its affiliates and subsidiaries and their respective officers, employees or agents are, individually and collectively, referred to in this clause as 'LRQA'. 
LRQA assumes no responsibility and shall not be liable to any person for any loss, damage or expense caused by reliance on the information or advice in this document or 
howsoever provided, unless that person has signed a contract with the relevant  LRQA entity for the provision of this information or advice and in that case any responsibility or 
liability is exclusively on the terms and conditions set out in that contract.
Issued by: LRQA Limited, 1 Trinity Park, Bickenhill Lane, Birmingham B37 7ES, United Kingdom 
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This is to certify that the Management System of:

Avanti Wind System Manufacturing 
(Shanghai) Co., Ltd
Building 5. No.889, Kungang Road, Xiaokunshan Town Songjiang District, Shanghai 201614, China

Unified Social Credit Code: 91310000666001712P

has been approved by LRQA to the following standards:

ISO 9001:2015, ISO 14001:2015, ISO 45001:2018
GB/T 19001-2016, GB/T 24001-2016, GB/T 45001-2020
Approval number(s): ISO 9001 – 0072509-001, ISO 14001 – 0072510-001, ISO 45001 – 0072511-001

This certificate forms part of the approval identified by approval number: 0072509/   0072510/   0072511   

The scope of this approval is applicable to:

ISO 9001:2015, ISO 14001:2015, ISO 45001:2018

Manufacturing of Lifts, Fall Protection System, Aluminum Ladders, and parts of the above equipment. Sales of Fall Protection 
System and Personal Protective Equipment and parts. After-sales service of Lifts, Climb Assist, Fall Protection System, Aluminum 
Ladders. R&D of Lifts.

现行证书日期： 2023年 6月 7日 首次颁发日期:
证书有效期限： 2026年 1月 16日 ISO 9001 - 2005年 2月 17日 

ISO 14001 - 2011年 1月 17日 
ISO 45001 - 2020年 6月 22日 

证书识别编码： 10531163

认证证书

管大红

________________________

大中华区运营总监，评审业务 

劳盛质量认证（上海）有限公司

颁证机构： 劳盛质量认证有限公司
              

LRQA Group Limited, its affiliates and subsidiaries and their respective officers, employees or agents are, individually and collectively, referred to in this clause as 'LRQA'. 
LRQA assumes no responsibility and shall not be liable to any person for any loss, damage or expense caused by reliance on the information or advice in this document or 
howsoever provided, unless that person has signed a contract with the relevant  LRQA entity for the provision of this information or advice and in that case any responsibility or 
liability is exclusively on the terms and conditions set out in that contract.
Issued by: LRQA Limited, 1 Trinity Park, Bickenhill Lane, Birmingham B37 7ES, United Kingdom 
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兹此证明下列公司之管理体系：

Avanti Wind Systems, S.L.
Calle Los Ángeles No 88, Nave 1, Polígono Industrial Centrovía, La Muela, 50198 Zaragoza, 西班牙

通过LRQA之认证，符合下列管理体系标准：

ISO 9001:2015, ISO 14001:2015, ISO 45001:2018
GB/T 19001-2016, GB/T 24001-2016, GB/T 45001-2020

证书编号： ISO 9001 – 0072509, ISO 14001 – 0072510, ISO 45001 – 0072511

本证书必须与列有本证书编号和认证地点的证书附录一起使用才有效。

该管理体系适用于：

风机塔筒、设施管理行业以及私人家庭的安全工作系统的开发、技术、制造和供应。



info@avanti-online.com

avanti-online.com

联系我们
欲了解更多信息，请访问：

或发送电子邮件至：

风力涡轮机的安全工作


